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PRODUCT: LJ CORNER GUARD SYSTEM |REV:B |04211] 12435

READ INSTRUCTIONS IN FULL BEFORE INSTALLATION.
QUESTIONS? CALL-838-8071 MF 8:00 AM; 5:00 PM PST

( )

The MetalCloak experience includes the ease of installation of our products. We design for most contingencies, but
installation may be different based dependent upon Jeep conditions, configurations and/or year.

We are continually trying to improve our products and instructiogglease help us by providing feedback and picturesi|if
you find any part of the instructions that do not match your particular Jeep or are not easily understandable.

If you have any difficulties at all, please give us a call. Thank you and enjoy your MetalCloak Products!

IMPORTANT NOTE: We use Stainless Steel Hardware where possible. Therefore, a tube of Sisazétiprovided and
should be used on all bolts only a small amount is needed.

WARRANTY INFORMATIORMiIs article is sold without warranty expressed or implied. No warranty or representation is made as to this products philigct the user
from injury or death. The user assumes that risk. The effectiveness, warranty and longevity of this equipment are datsctljorehe manner in which it is INSTALLED, USED
and/or MAINTAINED. THE USER ASSUMES ALL RISK. By purchasing this product and opening the packaging, purchasedeggessinderstand and agree that
they take, select and purchase these MetalCloak products from Armored Works, LLC, its affiliates and distributors andisgertsvith all faults. The entire risk as to the
quality and performance of these MetalCloak products is with the purchaser. Working on your vehicle can be a dangetgul gotivare unsure of what you are doing,
please leave mechanical or safety critical work to a skilled mechanic. We take no responsibility for the incorrect usestaktbition of MetalCloak products.
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Phase 1:Tools & Notes on Installation

Tools Required:This list is the recommended tools for ease of installation. Other versions of the same tool can be uged. Fc
example, Allen Wrenches instead of Allen Drive Sockets.

[ pkoHé £ ESYy B5NANGDS
Socket & Ratchet Wrench == TKoHE 1(E8y 5NRGS
Tkmcé | NBAOSY 1Y§K2, it [onmyorn SE sNAGS {201
bk mMcé / NBaoSyd fyRkzl tz“amﬁny&c‘émgg 5NA @S | {20
‘{Lj/ MmmkmMmc ¢ [ NBaoOSyid |FyRkzZ H dkNBeyeOKI SE S5 NRAGS | {20
[ ) ( MKy ¢ BS5NRATE T ) A
Power Drill MK N € 5NATf § AU
—_— oKy ¢ B5NICTf Ad
\ / MTKOHE 5 NRACTE . A
L TKYyE SNAEE J AU
Surface Sander or Grinder . T25TorxScrew Driver
\ SE_ Phillips Head Screw Driver

Installation Notes: Terms may be used in the body of the instructions that you may not be familiar with, if you have ahy
guestions feel free to call us at 9631-8071 MF 8:00 AM; 5:00 PM PST, or email techhelp@metalcloak.com

(HOW TO USE THIS GUIDEe installation guide contains ALL steps for installing your Corner Guard System. Pleasewead a
follow the instructions in order of each page top to bottom.

IMAGES:Pictures are provided and parts are labeled throughout the instructions. Each text box contains guidance based c
the pictures next to it. The text will refer to alphabetical labels (A, B, etc) found in the images.

\QUESTIONS: Any questions or comments about the instructions? Call us-6838971 MF 8:00 AM; 5:00 PM PST. )
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Phase 2:JEEP Preparation

Step 1: Remove stock components that will interfere with corner guard installation.

Remove Current Rear Fender Flares(A). Remove Stock Redr I Remove Rear Brake/Blinker Housings(C) by removing the fpur
Fender liner(B). phillip head screws(D) at the corners of the red transparent
cover plate of Rear Brake/Blinker Housing(C). Inside the
Brake/Blinker Housing remove the three hex head cap
screws(E), disconnect wiring harness(F) and remove Rear
_ Brake/Blinker Housing(C). Save all hardware for reinstallatjon.

Picture of Inner
Fender liner

N

Remove Gas Tank Fill Spout Plastic Retainer(G) by removirg the
four outer T25TorxDrive Screws(H) and the four inner TR e
Drive Screws(l). Save all hardware for reinstallation.

Remove Rear License Plate Holder by removing the four hjex
head cap screws(J). Save all hardware for reinstallation.

Remove/clean all dirt, stock rivet nuts or protrusions from side of Jeep body. Fix any body damage in order to assurerthe|co
guard can be mounted flush to the Jeep body side, corner and rear.
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Phase 3:Pre-Installation

Step 1: Fix Corner Guard into position in order to drill holes for holding fasteners.

(Images show a raw metal Corner Guard@ .

Special care must be taken with Powder
Coated Corner Guards to protect coating
during the installation process. Corner
Guard can be installed with Jeep Top
installed, however installation is easier if
Jeep Top is removed.

Fix Corner Guard into position with C
Clamps or Vice Grips(B) as shown. Be sU

G 0203G2Y650 2F GKS
Corner Guard and rear corner of the Jeep
Corner Guard should fit tightly(E) to Jeep
body corner with minimal gap.

Inspect points to insure alignment is prop4r.

(F) Gas Intake Spout mounting holes.

(G) Rear Brake/Marker Housing mounting
holes.

(H) Lower edge of Corner Guard(A) and
Jeep Body should be flush.

|l mn G2 wH 2Q0f 201 2

| _ Guard(A) and Jeep Body. J

If you already have BletalCloakRocker Rail(J) installed, check alignment qgf
two bolt holes(K). This is just a check as the Rocker Rail can float forw
backwards on Jeep and should always be installed after the Corner Gua
The Corner Guard has a fixed position.
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Phase 3:Pre-Installation

Step 2: Drill all holes in Jeep required for installation.

/| SYGSNJ t dzyOK YR t Af 2 I NAEfO Fff K2 Sa

marked as follows: A X B

Drill all marked holes to the designated
finish size without removing Corner Guard.

A okyé¢ S5NAEE {]AI S

\ 7

Release all-Clamps and Vise Grips and Remove Corner Guard from Jeep. Corner Guard wil
needed again until final installation. This is a good time to complete coating/painting of raw n
Corner Guards. After removal of Corner Guard, drill the following holes to finish size.

B vk HE  5dWXkofides dearan& hole in Jeep body for Rear Flare retaining bol

X MTKOHE GINRRIGIA RS K2t S & A 1-55 Rve Nt i ngd stdrl.
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Phase 3:Pre-Installation

Step 4: Clearance for washer and nut on internal double wall of Jeep Body.

¢tg2 2F GUKS okyé K2fSa8 RNAfESR LINGWOA2dzat e A
outer wall(A) and inner wall(B) of the Jeep body. Clearance in the inner wall(B) of the Jeep mus
ONBIFGSR G2 Iftft2g FT2N G§KS A-yoNENENat@)Y Peafback Wallk y
[ FNLISG 2y GKS AyaARS 27F WSSINERAzMS (B} OFTIKEy ERPEENA
DO NOT DRILL THROUGH OUTER WALL(A) OF JEEP!

S5dZNAyYy 3 GKS FAYILf AyadadrfttlridiAirzy 2 F16lWoskNut(R)Si6Ed
be installed a shown.
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