
PRODUCT:  TJ/LJ ARCHED & OVERLINE TUBE FENDERS 

The MetalCloak experience includes the ease of installation of our products.  We design for most contingencies, but 
installation may be different based on different Jeep condition, configuration and/or year. 
 
We are continually trying to improve our products and instructions ς please help us by providing feedback and pictures if 
you find any part of the instructions that do not match your particular Jeep or are not easily understandable.  
 
If you have any difficulties at all, please give us a call.  Thank you and enjoy your MetalCloak Products!  
 

IMPORTANT NOTE: We use Stainless Steel Hardware where possible.  Therefore, a tube of Silver Anti-seize is provided and 
should be used on all boltsτonly a small amount is needed. 
 
 
 
 
WARRANTY INFORMATION:  This article is sold without warranty expressed or implied. No warranty or representation is made as to this products ability to protect the user 
from injury or death. The user assumes that risk. The effectiveness, warranty and longevity of this equipment are directly related to the manner in which it is INSTALLED, USED 
and/or MAINTAINED.  THE USER ASSUMES ALL RISK.  By purchasing this product and opening the packaging, purchasers expressly acknowledge, understand and agree that 
they take, select and purchase these MetalCloak products from Armored Works, LLC, its affiliates and distributors and agents as is and with all faults. The entire risk as to the 
quality and performance of these MetalCloak products is with the purchaser. Working on your vehicle can be a dangerous activity. If you are unsure of what you are doing, 
please leave mechanical or safety critical work to a skilled mechanic.  We take no responsibility for the incorrect use and/or installation of MetalCloak products. 

READ INSTRUCTIONS IN FULL BEFORE INSTALLATION.  
QUESTIONS? CALL 916-631-8071 M-F 8:00 AM ς 5:00 PM PST 
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13mm Hex Drive Socket 

Phase 1:  Tools & Notes on Installation 

рκуέ /ǊŜǎŎŜƴǘ ŀƴŘκƻǊ .ƻȄ ²ǊŜƴŎƘ 
тκмсέ /ǊŜǎŎŜƴǘ ŀƴŘκƻǊ .ƻȄ ²ǊŜƴŎƘ 
10mm Crescent and/or Box Wrench 
13mm Crescent and/or Box Wrench 
15mm Crescent and/or Box Wrench 

рκонέ !ƭƭŜƴ 5ǊƛǾŜ {ƻŎƪŜǘ ƻǊ ²ǊŜƴŎƘ 
тκонέ !ƭƭŜƴ 5ǊƛǾŜ {ƻŎƪŜǘ ƻǊ ²ǊŜƴŎƘ 

Socket & Ratchet Wrench 

Vice Grips 

Needle Nose Pliers 
8mm Nut Driver 

Tools Required:  This list is the recommended tools for ease of installation. Other versions of the same tool can be used. For 
example, Allen Wrenches instead of Allen Drive Sockets. 

Installation Notes:  Terms may be used in the body of the instructions that you may not be familiar with, if you have any 
questions feel free to call us at 916-631-8071 M-F 8:00 AM ς 5:00 PM PST, or email techhelp@metalcloak.com 

HOW TO USE THIS GUIDE:  The installation guide contains ALL steps for installing your front fenders. Please read and follow 
the instructions in order of each page top to bottom. 
Images:  Pictures are provided and parts are labeled throughout the instructions. Each text box contains guidance based on 
the pictures next to it. The text will refer to alphabetical labels (A, B, etc) found in the images. 
QUESTIONS:  Any questions or comments about the instructions? Call us at 916-631-8071 M-F 8:00 AM ς 5:00 PM PST. 
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Flat Head Screwdriver 



Locate the Battery(A) and the 
Positive(B) and Negative(C) 
terminals. Loosen and remove 
the Positive Terminal BEFORE 
removing the Negative 
Terminal. Loosen battery 
hold-down Bracket (D). 
Carefully remove battery and 

set aside on a flat surface.  

Phase 1:  JEEP Preparation 

Step 1:  Remove Battery. 

Remove all components attached to 
inner fender well including air intake 
(E), fuse box(F), washer reservoir(G), 
and horn(H) 
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Step 2:  Remove Factory Equipment 

G 
E 

F 



Unbolt and remove fenders 
using a 13mm socket. 
There should be 14 bolts 
total for each fender 
              13mm Bolts 

Phase 1:  JEEP Preparation 

Step 3:  Remove Stock Fenders 

Save ALL Hardware 
throughout installation 
for installation of your 
new MetalCloak Fenders 

Unbolt battery tray top from the mounting bracket. There 
should be 4 bolts. The battery tray also has a sensor in it 
that needs to be disconnected before removal. 
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Use a flat head screw driver to 
remove clips from the battery and 
accessory tray. Save all clips, bolts, 
and top plates for installation of 
new fenders. 

Step 4:  Remove Battery Tray 

Unbolt battery tray mounting 
bracket. There should be two bolts 
and two nuts. Repeat on other 
side of Jeep 



Phase 1:  JEEP Preparation 

Step 5: Loosen Grill 

Loosen 3 grill mounting points(A). The last bolt(B) is on the center of the grill 
on the bottom 

D 

B 

C 

A 

E 
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Step 6: Mount black box and MetalCloak Battery Tray 

Bolt black vacuum box (C) to passenger battery tray  
using supplied hardware (D) 

Install clips for passenger bracket(E) (driver side is a 
mirror image). Install MetalCloak battery tray(F) and 
accessory tray using factory mounting hardware. DO 
NOT fully tighten bolts. DO NOT install tray tops. 

F 



Install the inner fender by threading the front bolts(A) 
first, then the rear(B) inside. DO NOT tighten yet. 

Phase 2:  Installation of Fenders 

a) Mount fender frame under fender liner (C) 
b) Use on grill bolt(D) and one tub bolt(E. behind panel) to hold in 

place before installing remaining bolts 
c) Once all frame bolts are in, bolt the remaining two bolts through 

the liner to the battery bracket. 

Step 7:  Install MetalCloak Inner Fenders 

C 

A 

E D 
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B 

Open supplied hardware pack. Remove 4 small button head cap screws 
and 4 washers. Insert screws(F) and washers into the underside of the 
fender frame to bolt the frame to the liner. DO NOT tighten yet. 

NOTE: Once the inner 
fender well is lined up it 
may touch the hard 
brake lines on the driver 
side. This is ok as the 
lines are flexible and 
little movement should 
be needed 

F 


